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Your Witzco Challenger Dealer:

Standard NGB Models
• NGB 35 (35 ton) 2 or 3 axles
•  NGB 40 (40 ton) 2 or 3 axles
•  NGB 50 (50 ton) 3 axles
•  NGB 60 (60 ton) 3 axles

Styles
Drop Side • Paver • Rail/Beam

Widths*
• 8’ (96”) • 8’ 6” (102”) • 9’ (108”)
• 10’ (120”) • 12’ (144”)
*Axles available to match overall width

Standard Features
• Side beam 12x22   
 •  22’ loadwell with 24 12” swing-  
 out brackets, 2” lumber decking  
 & 8 “D” lashing rings
•  5” axles 16 1/2” x 7” air S-cam   
 brakes; disc-type hubs and rims
•  High capacity suspension,   
 spring and equalizer
•  Low Profile tires 255/70R22.5
•  Self-contained hydraulic system   
with electric start engine
•  Rubber-mounted lights with 
 built-in light protection
•  Finished with industrial enamel over 

  base prime coat; color of your choice 
  from our standard color selection.

Popular Options
•  Extra deck & gooseneck length
•  Flip or lift axles
•  15” axles with 12 1/4” x 7 1/2” brakes
•  Suspensions: air-ride &
 other special requirements
•  Wet line and/or combination   
 hydraulic system
•  other special tires
•  Gooseneck fenders
•  Additional hydraulic cylinders
•  Lockable storage in neck, bed or tail
•  Front flip ramps
•  Side beam reinforcement
•  Load-bearing rear fenders
•  Extra “D” lashing rings
•  Bucket well
• Jeeps and Dollys

Standard Colors:

Left to Right: Red, Dark Blue, Medium Gray, 
Orange, New Cat Yellow, Dark Green, Black

NOTE: Designs, specifications and dimensions subject to change without notice.

Models NGB 35 and NGB 40 Standard
2 axle with spring and equalizer suspension.

Models NGB 50 and NGB 60 Standard
3 axle with spring and equalizer suspension.

The NGB Series sets the new standard in removable 

gooseneck front-loading lowboy trailers. Loaded 

with all new features designed for greater safety, ease 

of operation and the ultimate in durability.
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FEATURED NGB MODEL OPTIONS

The new NGB Series is now available 

with optional LED taillights for longer  

life and added visibility. Also available  

is an optional Yanmar 10hp diesel engine 

power pack to meet the needs of  

customers requiring non-combustible  

power systems.
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The all new heavy hauling powerhouse!

Witzco Challenger Trailers has added significant  

design innovations to its new generation of removable 

gooseneck trailers, the NGB Series.

Automated gooseneck detachment and ride height  

adjustment make the NGB front-loading trailer the perfect 

choice for efficiency on the job, ease of operation and 

increased safety.   

The new non-groundbearing model features a visible  

4-position ride height adjustment  A .

The four-position gooseneck adjusts the trailer’s ride 

height in 2” increments, for everyday versatility demand-

ed in the field… such as uneven terrain, high crowns and  

off-road operations. 

An air-operated gooseneck safety lock is another  

new automated feature  B ,  C . The locking pin actuator 

enhances operator safety, while assuring a reliable, 

secure trailer connection.

A single-pivot articulator is adjusted by twin 6" hydrau-

lic cylinders, powered by a self-contained hydraulic 

system or an optional wetline. All trailer functions are 

controlled from the single operator station at the side of 

the gooseneck,  D  allowing safe and easy access to all 

attach/detach and ride height control functions.

Job after job, pound for pound, you won’t find a better  

value for your dollar than a Witzco Challenger trailer. 

Performance-built to provide years of heavy hauling  

service and profitable returns.
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